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The following information on cable types and cable routing must be observed in
compliance with VDE 0100 / IEC60364. Otherwise, correct functioning cannot be
guaranteed and warranty claims may become invalid as a result

The installation, operation and maintenance of this equipment must comply with the
laws, standards, regulations and directives applicable in each country.

After completion of the installation, a functional test can be carried out by Kampmann
customer service for a fee. This can be requested from the service center in Lingen
by phone 0591/7108-670 or by email service@kampmann.de.

*): Shielded cable, IY(ST)Y 0.8mm or at least equivalent. Lay separately
from power lines.

**): Shielded cable stranded in pairs, e.g. UNITRONIC® BUS LD 2x2x0.22 or
equivalent. Lay separately from power lines.

All other connections can be made in NYM-J (or equivalent).

Cable cross-sections of unshielded cables are not specified, as the cable length is
included in the cross-section calculation.

Indication of the number of cores incl. protective conductor.

Protect cables installed outdoors against the weather or use equivalent weather-
resistant cables.

Cable length for analog input and output signals: max. 30 m.

Cable length CANbus network within a secondary air group max. 100m in total.
Switch on 120 Q terminating resistors at both ends of the bus

Ethernet cable length: max. 100 m from device to device and/or to switch.

All installation locations or positions of the switching devices must be coordinated
with the construction management.

Install the room temperature sensors in the appropriate temperature zone and not in
the vicinity of radiators, heat-radiating lights, opening windows or doors.

Residual current devices must comply with at least Type F as specified in IEC/EN
62423. The rated residual current must be selected in accordance with IEC 60364-4-
41 and -5-53 or the relevant national standards (e.g., DIN VDE 0100-410 and -530).

Lines for data or bus signals are shown with the shield connected at one end. Lines
for analog signals are shown with the shield not connected. Due to structural or local
conditions and depending on the type and level of interference, which can be caused
by magnetic and/or electric fields in high and/or low frequency ranges, among other
things, a different connection of the shield (connected at both ends or not connected)
may be necessary. This must be checked by the customer and, if necessary, carried
out differently from the specifications in the documentation!

Any device equipped with KaControl MC control can be integrated into the building
automation system via a BACnet IP interface.

An interface license can be activated either at the factory or after delivery by
manually entering the license information. For more information about the interfaces,
please visit our website at www.kampmanngroup.com and refer to the relevant
license section.

Pictures exemplary. Actual appearance may vary.

Author: Project:

Date: 19.05.2026 Project no:

General Information HAMDMAN




Connection CAN bus 4-pin (Touch Panel TP 2) or 3-pin previous device

3-pin CAN bus connection to the following device

Switchable 120Q terminating resistor CAN bus

Modbus RTU connection previous device

Modbus RTU connection to the following device

Switchable 120Q terminating resistor Modbus RTU

Status LED

Button for WLAN (WiFi) and KNX TP

KNX TP connection terminals

Ethernet connection for the web server, Modbus TCP & BACnet IP with integrated switch
Battery (type CR2032)

24V DC power supply Smartboard M

a) Digital output 1 — for example, for connecting of an open/close valve actuator
b) Analog output 2 — for example, for connecting of a continuous valve actuator
a) Digital output 2 — for example, for connecting of an open/close valve actuator
b) Analog output 3 — for example, for connecting of a continuous valve actuator
@ Analog Output 1 - for connection of the EC fan motor

Multifunction inputs 1 & 2 for connecting sensors/signals

@ Multifunction inputs 3, 4, and 5 for connecting sensors/signals
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(A) CAN-Bus

Modbus RTU

(©) Modbus TCP & BACnet IP
(®) KNX TP

(E) Outputs
(F) Multi function inputs

Front view of smartboard M FCU 2P (xxxM1) Front view of smartboard M FCU cont (xxxM2)
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